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ABSTRACT: In the work reported herein, glass fiber reinforced polypropylene
towpregs, produced continuously at different processing conditions in a dry
powder coating equipment (towpregger), were processed into final composites
parts in a specially developed prototype pultrusion equipment. The influence of
the towpregger fiber pull speed and the furnace temperature on the polymer
content of the final towpregs was determined. The towpregs’ quality was also
assessed using optical microscopy and scanning electronQ3 microscopy. They were
then processed into composite profiles in the pultrusion machine, and the
influence of the pull speed and dies’ temperatures on their mechanical and other
relevant physical properties was studied. Finally, the best processing window and
the optimization of the final composite profiles are discussed. C© 2012 Wiley
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wileyonlinelibrary.com. DOI 10.1002/adv.21279

KEY WORDS: Composite mechanicalQ4 properties, Pultrusion, Thermoplastic
matrix composites, Towpregs

Correspondence to: J. P. Nunes; e-mail: jpn@dep.uminho.pt

Advances in Polymer Technology, Vol. 00, No. 0, 1–7 (2012)
C© 2012 Wiley Periodicals, Inc.



P1: A673

WJ005/ADV JWUS1367A/ADV-10-11-114.R1 April 9, 2012 15:14

Author Proof

PROCESSING THERMOPLASTIC MATRIX TOWPREGS BY PULTRUSION

Introduction

N owadays, thermosetting matrices are being
successfully replaced by thermoplastics in

continuous fiber reinforced composites for advanced
applications. This trend led to more durable and
recyclable products, with higher thermal and me-
chanical properties, not involving hazardous chem-
ical reactions during processing.1–7 Nevertheless, it
was only recently that new technologies allowed
the production of low-cost continuous fiber- rein-
forced preimpregnated thermoplastic raw materi-
als. With these technologies, it is possible to replace
the former expensive thermoplastic matrix prepregs
(obtained by melting and solvent-based processes)
by cheap dry commingled fibers8–11 and powder-
coated preimpregnated materials (towpregs).5,12,13

Work is currently in progress to consolidate and
process these new promising materials into final
composite parts by using existing high throughput
technologies, such as heated compression molding,
filament winding, and pultrusion.4,14−21

In this work, a pultrusion equipment was built to
continuously produce composite profiles from glass
fiber reinforced polypropylene (GF/PP) towpregs
that had been made in a proprietary dry coating
equipment (towpregger).5,22,23 The towpregs pro-
cessing window was optimized by varying the fiber
pull speed and furnace temperature in the coating
line and determining the influence of these parame-
ters on the final polymer mass fraction. Two differ-
ent pultrusion head tools (dies) were also designed
to be used in the pultrusion equipment, allowing the

FIGURE 1. Schematic diagram of the powder coating line setup.

production of profiles with two different shapes. Fi-
nally, the performance of the profiles was evaluated
by mechanical testing. From the preliminary results
obtained, it was concluded that they have adequate
properties for application in common and structural
engineering markets.

Experimental

POWDER COATING AND PULTRUSION
EQUIPMENTS

The prototype powder coating equipment used
to produce fiber-reinforced towpregs is schemati-
cally depicted in Fig. 1.5,23 It consists of six main
parts: a wind-off system, a fibers spreader unit, a
heating section, a coating section, a consolidation
unit, and a wind-up section. Initially, the reinforcing
fibers are wound-off and pulled through a pneu-
matic spreader and then coated with polymer by
heating in a convection oven and made to pass into
a polymer powder vibrating bath. A gravity system
allows maintaining the amount of polymer powder
constant. The consolidation unit oven allows soften-
ing of the polymer powder, promoting its adhesion
to the fiber surface. Finally, the thermoplastic matrix
towpreg is cooled down and wound up on a spool.

Figure 2 shows a general overview of the exist-
ing powder coating equipment. Figures 3 and 4 de-
pict a schematic and a photograph, respectively, of
the pultrusion equipment developed in the present
work.
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FIGURE 2. General overview of the powder coating equipment.
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FIGURE 3. Schematic diagram of the proprietary pultrusion line.

FIGURE 4. Overview of the proprietary pultrusion equipment.
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The 10-kN pultrusion line may be divided in five
main parts:

i. initial towpreg bobbins storing cabinet,
ii. guiding system,

iii. pultrusion head that includes a preheating fur-
nace and the pressurization/consolidation and
cooling dies,

iv. pulling system, and
v. the final profile cutting system.

To produce the composite profiles, the towpregs
are guided into the preheating furnace, where the
material is heated up to the required temperature.
The towpregs then enter in the pultrusion die; in
its first zone, the material is heated up and con-
solidated, and in the second it is cooled down to
the required size. After solidification, the pultruded
material is cut into specified lengths.

The preheating furnace, which may reach a tem-
perature of 1000◦C, was designed to allow process-
ing almost every type of fiber/thermoplastic-based
towpregs.

Two different groups of dies (pressurization/
consolidation and cooling dies) were already de-
signed. One allows to produce the Ushaped profile
shown in Fig. 5 and the other a 20 × 2 mm tape-
shaped profile.

RAW MATERIALS

The GF/PP towpregs used in the present work
were produced by using 2400 Tex type E glass fiber
rovings and a polypropylene from Owens Corning
and ICO Polymers France (Icorene® 9184B P), re-Q5

Q6 spectively. The most relevant properties of both ma-
terials are summarized in Table I.

20

24 

4 
2 

FIGURE 5. U-shaped profile considered in the die
design.

TABLE I
Properties of the Raw Materials used to Produce the
GF/PP Towpregs

Property Units Glass Fibers Polypropylene

Density Mg/m3 2.56 0.91
Tensile strength MPa 3500 30
Tensile modulus GPa 76 1.3
Average powder μm – 440

particle size
Linear roving weight Tex 2400 –

GF/PP TOWPREGS PROCESSING
CONDITIONS

Figure 6 shows the variation of the experimen-
tal polymer mass fraction determined in towpregs
obtained with the coating line at different oven tem-
peratures and fiber pull speeds. The determination
was done by cutting and weighting 1-m length of
towpreg strips and using the following expression:

ωp =
(

1 − Wf

WT

)
× 100 (1)

where ωp is the polymer mass fraction (in%), Wf is
the fiber roving linear weight per meter (in kg; see
Table I), and WT is the total weight measured per
meter of towpreg (in kg).

As it may be seen in Fig. 6, the polymer mass frac-
tion decreases with increasing of fiber pull speed,
as expected. Maxima polymer depositions were ob-
tained when temperatures between 400 and 450◦C
were used in the convection oven. Such temper-
atures do not correspond to the actual towpreg

FIGURE 6. Variation of the polymer mass fraction with
the oven temperature and fiber pull speed.
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FIGURE 7. SEM micrograph of a polymer droplet
adhered to a fiber in the towpreg (magnification of
5000×).

surface temperature, which is necessarily lower, but
to that measured by the thermocouples inside the
oven.

Several towpreg samples were analyzed under a
Nova NanoSEM 200 scanning electron microscope
(SEM) to evaluate the adhesion of the polymer pow-
der to the fibers and its distribution. Figures 7 and
8 show SEM micrographs of towpreg samples pro-
duced using a temperature in the convection oven
around 400◦C and a fiber pull speed of 4 m/min. As
may be seen, good polymer melting and adhesion
(see Fig. 7) and a reasonable polymer powder distri-
bution (see Fig. 8) on the glass fibers were achieved
at these optimized operating conditions.

PULTRUSION

The GF/PP profiles were produced in the pultru-
sion equipment using the typical operating condi-
tions presented in Table II.

TABLE II
Typical Pultrusion Operating Conditions

Variable Units Value

Pultrusion pull speed m/min 0.2–0.8
Preheating furnace temperature ◦C 160–250
Die temperature ◦C 250–380
Cooling die temperature ◦C 25–60

As may be seen, in the preliminary tests, it was
already possible to produce GF/PP profiles in good
conditions at pull speeds of 0.2 m/min. The optical
micrograph in Fig. 9 shows that a quite homoge-
neous fiber/matrix distribution was obtained along
the profile cross section.

Currently, experiments are been made to increase
the pultrusion pull speed to values in the range be-
tween 2 and 6 m/min, which would allow produc-
ing the GF/PP profiles directly at the end of the dry
coating towpreg line. In fact, the possibility of as-
sembling a pultrusion head to the towpregger will
be a major achievement of this future work. For this,
it will be necessary to process the final GF/PP pro-
files at pulling speeds similar to those used in the
towpreg equipment. This ultimate goal is yet to be
achieved.

FIGURE 8. SEM micrograph showing the polymer
powder distribution in the towpreg (magnification of
200×).

FIGURE 9. Optical micrograph of the pultruded profile
cross section (magnification of 50×).
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FIGURE 10. U-Shaped pultruded profile.

As it may be seen in Fig. 10, the pultruded rect-
angular profiles present well defined and smooth
surfaces. However, some imperfections are still de-
tectable (a few naked fibers can be observed on the
surface), which seem to result from the nonuniform
distribution of the polymer particles that had been
observed in the initial towpregs.

MECHANICAL PROPERTIES OF THE
PULTRUSION PROFILES

Table III presents the mechanical properties de-
termined from flexural and tensile tests carried out
on pultruded profiles with a fiber volume content
around 55%. The fiber mass fraction and the flex-
ural and tensile properties were determined in ac-

cordance with the ISO 1172, EN ISO 14125, and
EN ISO 527-5 standards, respectively. For the former,
specimens weighting approximately 20 g, cut from
the profiles, were calcinated during 10 min at 600◦C
inside a Naberterherm® S30 muffle furnace (Nabert-
erherm, Lilienthal, Germany). For the second deter- Q7

mination, rectangular, 100 mm × 20 mm × 2 mm
samples were submitted to three-point bending tests
using an 80-mm support span, a cross-head speed of
1 mm/min and a 100-kN load cell in a Shimadzu®

universal testing machine. The tensile tests were con- Q8

ducted on 250 mm × 15 mm × 2 mm rectangular
samples, at a 2-mm/min cross-head speed, using the
same equipment and load cell. A SG Shimadzu® 50–
mm length strain gauge was used up to 0.3% strain
to allow determining accurately the tensile modulus
on each sample.

The tensile strength and modulus in the direction
of the fibers of the GF/PP plates, σ1 and E1, respec-
tively, were predicted from the fibers and polymer
properties via the wellknown law of mixtures:

σ1 = σf vf + σm (1 − vf) (2)

and

E1 = Ef vf + Em(1 − vf) (3)

where σ f, Ef, and vf are the glass fibers tensile
strength, modulus, and volume fraction, respec-
tively, and Em and σm and are the matrix modulus
and tensile strength at the fiber strain to break, re-
spectively.

As can be seen from Table III, experimental
strength results lower than the theoretical ones were
obtained. In any case, such results seem to be com-
patible with the major commercial applications ex-
pected of GF/PP composites. On the contrary, the
experimental moduli obtained are already in good
agreement with the theoretical ones.

TABLE III
Mechanical Properties of GF/PP Composites

Tensile Strength Tensile Modulus Flexural Flexural Fiber Mass Fiber Volume
(MPa) (GPa) Strength (MPa) Modulus (GPa) Fraction (%) Fraction (%)

Kind of Data Av. SD Av. SD Av. SD Av. SD Av. SD Av. SD

Determined >305 26 29.9 3.5 124.6 4.3 27.1 0.3 78.4 1.4 56.2 2.8
Theoretical 661.6 219 35.6 7.4 661.6 219 35.6 7.4

Av.: average; SD: standard deviation.
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Conclusions

An existing powder coating equipment was
shown to be suitable to produce GF/PP towpregs
that could be adequately processed into composite
pultruded profiles. From the tests made, the tow-
pregs can be easily and continuously produced at in-
dustrial production speeds between 2 and 6 m/min.
An optimized oven temperature range between 400
and 450◦C was determined for processing of these
towpregs.

The preliminary tests made using a proprietary
pultrusion equipment already allow producing pro-
files at pull speeds until 0.8 m/min. Currently, work
is carried out to increase the pultrusion-processing
speed in the range from 2 to 6 m/min, which will be
equivalent to the speed of the pultrusion line with
that of the towpreg coating line. In the future, theQ9

use of similar operational speeds in both processes
(equipments) will make possible to assemble them
in just one equipment.

The mechanical properties of GF/PP profiles pro-
cessed from these towpregs were also found to be
adequate either for common or structural engineer-
ing applications. In particular, very good agreement
was found between the experimental moduli and
the theoretical ones.

Acknowledgment

The authors acknowledge the support of
the Institute for Polymers and Composites
through Strategic Project—LA 25—2011–2012 (PEst-
C/CTM/LA0025/2011).

References

1. Brandt, J.; Drechsler, K.; Richter, H. In 9th International Con-
ference on Composite Materials (ICCM-9), Madrid, Spain,
July 1993; Vol. 6, pp. 143–150.

2. Miller, A. H.; Dodds, N.; Hale, J. M.; Gibson, A. G. Compos-
ites, Part A 1998, 29, 773–782.

3. Bechtold, G.; Wiedmer, S.; Friedrich, K. J Thermoplast Com-
pos Mater 2002,15, 443–465.

4. Nunes, J. P.; van Hattum, F. W. J.; Bernardo, C. A.; Brito,
A. M.; Pouzada, A. S.; Silva, J. F.; Marques, A. T. In Poly-
mer Composites—From Nano- to Macro-Scale; Friedrich,
K.; Fakirov S.; Zhang, Z. (Eds); Springer Science+Business
Media, Inc.: New York, 2005; Ch. 11, pp. 189–
214.

5. van Rijswijk, K. PhD Thesis, TU Delft, Delft, the Netherlands,
2007.

6. Stewart, R. Reinf Plast May/June 2011. Q10

7. Available at www.ocvreinforcements.com/solutions/
Twintex.aspx, accessed on: January 2012.

8. Ye, L.; Friedrich, K.; and Savadory, A. Compos Manuf 1994,
5(1),41–50.

9. Bechtold G.; Kameo, K.; Langler, F.; Hamada, H.; Friedrich K.
In 5th International Conference on Flow Processes in Com-
posite Materials, Plymouth, UK, July 1999.

10. Alexis B. In ANTEC’01, Dallas, TX, May 2001.
11. Nunes, J. P.; Silva, J. F.; Velosa, J. C.; Bernardo, C. A.;

Marques, A. T. In 13th European Conference on Com-
posite Materials –(ECCM 13), Stockholm, Sweden, June
2008.

12. Nunes, J. P.; Amorim, L.; Velosa, J. C.; Silva, J. F. In 14th
European Conference on Composite Materials (ECCM 14),
Budapest, Hungary, June 2010.

13. Ramani, K.; Borgaonkar, H.; Hoyle, C. Compos Manuf 1995,
6,35–43.

14. Astrom, B. T.; Pipes, R. B. J Thermoplast Compos Mater 1990,
3, 314–324.

15. Kim, D.-H.; Lee, W.; Friedrich, K. Compos Sci Technol 2001,
61, 1065–1077.

16. Wiedmer, S.; Manolesos, M. J Thermoplas Compos Mater
2006, 19, 97–112.

17. Silva, J. F.; Nunes, J. P.; Vieira, P.; Marques, A. T. Int J Mech
Mater Des 2008, 4, 205–211.

18. Velosa, J. C.; Nunes, J. P.; Antunes, P. J.; Silva, J. F.; Marques,
A. T. Compos Sci Technol 2009, 69, 1348–1353.

19. Silva, J. F.; Nunes, J. P.; Bernardo, C. A. In 14th European
Conference on Composite Materials (ECCM 14), Budapest,
Hungary, June 2010.

20. Nunes, J. P.; Silva, J. S. In VI International Materials Sympo-
sium (MATERIAIS 2011), Guimaraes, Portugal, April 2011.

21. Nunes, J. P.; Silva, J. F.; Silva, L.; Novo, P. J.;
Marques, A. T. Int. Pat. WO 02/06027 A1, July
2001.

22. Fazenda, R.; Silva, J. F.; Nunes, J. P.; Bernardo, C. A. In
Proceedings of the ANTEC’07, Cincinnati, OH, May 6–10,
2007.

Advances in Polymer Technology DOI 10.1002/adv 7



P1: A673

WJ005/ADV JWUS1367A/ADV-10-11-114.R1 April 9, 2012 15:14

Author Proof
Queries

Q1: AU: Figures 2, 4 are in color in the source files.
Figures appear in color online at no cost to you.
If you would like any figure to appear in color
in the print issue, please advise and we will
send you a formal quote for the cost. Otherwise
they will appear in black and white in the print
issue and in color online.

Q2: AU: Please check whether the affiliations of all
authors are OK as typeset.

Q3: AU: Please check and verify the expansion of
SEM.

Q4: AU: The maximum number of key-
words terms is five, of which three
must come from the “Common Keyword
Catalog for Wiley Polymer Journals”
(http://www.interscience.wiley.com/adv).
In this article, none keywords are from the
catalog. Please revise the keywords.

Q5: AU: Please provide the location of Owens
Corning and ICO Polymers France.

Q6: AU: Please provide the name and location of
the manufacturer of Icorene.

Q7: AU: Please check whether the location of
Naberterherm is OK as typeset, and also verify
the spelling of the same.

Q8: AU: Please provide the location of Shimadzu.
Q9: AU: Please verify that the edited sentence

“Currently, work is carried out...” conveys the
intended sense.

Q10: AU: Please provide the page range of Ref. 6,
otherwise please provide the URL and access
date if it is published online.

8




