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We demonstrate that chitosan-based porous scaffolds can present a shape memory effect triggered by

hydration. The shape memory effect of non-crosslinked (CHT0) and genipin-crosslinked (CHT1)

scaffolds was followed by innovative hydromechanical compressive tests and dynamic mechanical

analysis (DMA), while the sample was immersed in varying compositions of water–ethanol mixtures. By

dehydration with higher contents of ethanol, the vitreous-like nature of the amorphous component of

chitosan allows the fixation of the temporary shape of the scaffold. The presence of water disrupts inter-

molecular hydrogen bonds permitting large-scale segmental mobility of the chitosan chains upon the

occurrence of glass transition and thus the recovery of the permanent shape of a pre-deformed scaffold.

Results showed that chitosan possesses shape memory properties, characterized by a fixity ratio above

97.2% for CHT0 and above 99.2% for CHT1 and a recovery ratio above 70.5% for CHT0 and 98.5% for

CHT1. In vitro drug delivery studies were also performed to demonstrate that such devices can also be

loaded with molecules. We show that the developed chitosan scaffolds are candidates of biomaterials

for applications in minimally invasive surgery for tissue regeneration or for drug delivery.

1. Introduction

The rapid progress in the development of surgical techniques,
especially in minimally invasive surgery, leads to more complex
requirements for modern implants. Besides important proper-
ties like biocompatibility and, ideally in many cases, degrad-
ability, the shape memory effect (SME) as a novel functionality
of polymers might enable the development of novel types of
medical devices.1–3 Shape memory polymers (SMPs) offer novel
materials-based devices for solving scientic challenges due to
their demonstrated ability to actively undergo geometric
transformations upon exposure to environmental stimuli.4,5

A shape-memory polymer can be deformed by application of
an external stress and xed in a second shape, the temporary
shape. This temporary shape is retained until the shaped body
is exposed to an appropriate stimulus, which induces the
recovery of the original shape.4 The existence of physical or
chemical crosslinking points is required for the SME to recover
the initial shape aer deformation and xation.6 SMPs can
utilize glass transition temperature (Tg)7 and/or melting points
(Tm)8 as the deformation/xing temperatures. SMP contain a
network architecture consisting of netpoints that are connected

with stimuli-sensitive macromolecular chains. The netpoints
determine the permanent shape and the segment chains are used
as a kind of molecular switch. Above the transition temperature
the switchable segments give exibility for the deformation;
under this temperature the segments give stiffness for shape
xation.9 Besides the temperature, shape memory devices can
also use other stimuli, such as hydration,10 light,11 electromag-
netic12 or electrical.13 To date, the most attractive SMPs are trig-
gered by temperature.14 Thermal-responsive SMPs are normally
driven by external heat, which is an issue for applications with
restricted temperature ranges like in the biomedical eld.15 Non-
thermally induced shape memory polymers eliminate the
temperature constrains and enable the manipulation of the
shape recovered under ambient temperature.16

Recent studies have shown that environmental conditions
such as humidity can substantially inuence conformational
mobility of macromolecular chains, and thus the shape
memory properties of some polymers.17–20 These ndings
motivated the development of the concept of a moisture trig-
gered SME.
Water or solvent-driven shape recovery effects have been

observed in SMPs having glass transitions as switching transi-
tion. This type of polymer absorbs water, and this affects their
mechanical and physical properties.21,22 By disrupting intra-
molecular hydrogen bonds and acting as a plasticizer, water
reduces the glass transition temperature and hence effectively
allows for room temperature actuation.23

Shape memory polymers are ideal candidates for biomedical
applications in which a temporary shape has to be preserved
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until the device is placed in the cavity to be lled, allowing
minimally invasive surgical procedures.24,25 However most of
the polymers studied with shape memory properties are non-
biodegradable. It is oen important that medical polymers
present a biodegradable behavior in vivo, that would avoid a
secondary surgery to remove them from the body. Polymers with
degradability and shape memory capability are multifunctional
materials. Recently, controlled drug release has been added to
the list of functionalities of SMPs.1,26

Chitosan (CHT) is a partially N-deacetylated derivative of
chitin.27 Considerable attention has been given to this polymer
due to its advantages like low cost, large-scale availability,
antimicrobial activity, non-toxicity, biodegradability, and
biocompatibility.27–29 Chitosan can be processed into scaffolds
using different processing techniques to be used in tissue
engineering.30,31

The goal of this work is to develop CHT-based scaffolds with
shape memory properties. Previously it was found that CHT can
undergo a glass transition by the action of hydration.32–34 By
combining such an effect with the maintenance of the struc-
tural integrity of the system (provided by crosslinking or due to
the intrinsic semi-crystalline structure) we hypothesize that we
could develop new three-dimensional devices in which the
recovery of the geometry can be induced by hydration. To
control this parameter the tests were conducted in water–
ethanol mixtures with distinct compositions. Moreover, the
capability of drug delivery was studied in order to achieve
multifunctional devices that combine the SME, biodegrad-
ability and drug delivery ability.

2. Materials and methods
2.1 Materials

Chitosan (CHT) of medium molecular weight (Mw ¼ 190 000–
310 000, 75–85% degree of deacetylation, viscosity 200–800 cps)
was purchased from Sigma Aldrich. Before being used CHT was
puried using a reprecipitation method. CHT powder was dis-
solved at a concentration of 1% (w/v) in 2% (v/v) aqueous acetic
acid and precipitated with a NaOH solution (nal pH � 8). The
CHT akes were washed with distilled water until neutralization
and dehydrated with ethanol. Finally, the CHT akes were
frozen and lyophilized. Genipin was a product of Wako Chem-
icals. Congo Red and gelatin was purchased from Sigma
Aldrich. All other chemicals were of reagent grade and were
used as received.

2.2 Methods

2.2.1 Chitosan scaffold preparation. CHT was dissolved in
an aqueous acetic acid solution 2% (v/v) to a concentration of
3% (w/v) under stirring until homogeneity was reached. For the
crosslinked system (CHT1), 3 wt% genipin (chitosan–genipin ¼
100/3 w/w) was added to the CHT solution under stirring. Non-
crosslinked CHT scaffolds (CHT0) were prepared directly from
the original CHT solutions, with no addition of genipin. In
order to obtain scaffolds with a cylindrical shape, chitosan
solutions were cast into silicone tubes. For the case of CHT1, the

tubes with the genipin solution were maintained under stirring
for 6 h at 37 �C. Then, all solutions were frozen for 1 day at
�80 �C. Aer freeze-drying, the scaffolds were neutralized with
a solution of NaOH (1M) and then freeze-dried again. The tubes
were then cut into small pieces to obtain a scaffold dimension
of 7 mm � Ø5 mm.

2.2.2 Scanning electron microscopy (SEM). A NanoSEM FEI
Nova 200 (FEG/SEM) scanning electron microscope was used to
study the surface and the morphology of the samples. Prior to
observation all samples were coated by gold sputtering for 2
minutes at a current of 15 mA.

2.2.3 Pore size and porosity measurements. The pore size
of the samples was observed using SEM, by which we could
derive the corresponding mean value and standard deviation (N
¼ 15). The porosity of the scaffolds was obtained from the
density of chitosan (assumed to be r ¼ 1.342 g cm�3) and the
density of the scaffold using

porosity ð%Þ ¼ Vm � ðWm=rÞ
Vm

� 100 (1)

where, Vm is the total volume of the chitosan scaffolds (cm
3) and

Wm is the mass of the scaffold (g).
2.2.4 Swelling of chitosan scaffolds in water–ethanol

mixtures. The swelling of CHT scaffolds in mixtures of water–
ethanol was determined by immersing previously weighed CHT
scaffolds in mixtures of these solvents at compositions varying
from pure water to pure ethanol at room temperature for 4 h. It
was conrmed that aer a 4 h period the scaffolds had reached
their swelling equilibrium. Aer 4 h, the swollen samples were
blotted with a lter paper to remove the adsorbed solvent and
weighed immediately. The swelling ratio (S) was calculated
using the following equation:

Sðwt%Þ ¼ ðw� w0Þ
w0

� 100 (2)

where, w is the weight of the swollen sample and w0 is the
weight of the dry sample. Each swelling experiment was per-
formed in triplicate.

2.2.5 X-ray diffraction measurements. The crystallinity of
non-crosslinked chitosan scaffolds was investigated by X-ray
diffraction (XRD) analysis performed with a Bruker D8 Discover
model. XRD patterns were examined in the region of 5–65� with
a step size of 0.02� for 2q and a counting time of 2 s per step.

2.2.6 Dynamic Mechanical Analysis (DMA). Dynamic
mechanical analysis was performed using Tritec 2000B equip-
ment (Triton Technology, UK). The measurements were carried
out at room temperature (20 �C). Chitosan scaffolds were tested
at constant frequency (1 Hz) following the changes in the
storage modulus (E0) and loss factor (tan d) as a function of the
water content. The dried samples of known geometry were
placed in a Teon® reservoir and immersed in a dened volume
of ethanol (Veth ¼ 270 ml) and kept under the testing constant
strain amplitude (30 mm) for 30 min. Aer this step, E0 reached
an equilibrium value. Finally, water was pumped into the
reservoir at a constant ow rate (Q ¼ 14 ml min�1), providing a
time (t) dependent change in the content of water described by
the following equation:
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waterðvol%Þ ¼ Qt

Qtþ Veth

(3)

In this measurement E0 should be taken as an apparent value
as during introduction of water the geometry of the sample
continuously changes due to swelling and the calculation of this
parameter used the initial geometry of the sample.

2.2.7 Hydromechanical cyclic compressive tests. The
compressive tests of the developed scaffolds were performed
using a Universal tensile testing machine (Instron 4505
Universal Machine, USA). The tests were performed under
compressive loading, by performing uniaxial compression,
using a crosshead speed of 2 mm min�1 at room temperature.
The results presented are the average of at least three speci-
mens. Each compressive test was performed with the scaffolds
hydrated in water–ethanol mixtures with distinct compositions.
Young's modulus (E) was determined from the initial slope of
the stress–strain curves.
For hydromechanical cyclic compressive tests, the samples

were rst hydrated and deformed up to different maximum
strains (3m¼ 10, 20, 30 and 60%). Aer the test andmaintaining
the strain, the stress was then held constant while the sample is
dehydrated by immersing in ethanol for 20 min, whereby the
temporary shape is xed. Then the stress was completely
removed to obtain the sample in its temporary shape, even aer
complete evaporation of ethanol. Finally, the samples were
immersed in different mixtures of water–ethanol, varying from
pure water to pure ethanol and the shape recovery was
monitored.
In the hydromechanical cyclic compressive test, the shape

memory capability of the SMP is typically characterized by the
shape xity ratio (Rf) and the shape recovery ratio (Rr). Rf char-
acterizes the ability of a system to x its temporary shape and Rr
is the recoverability of the permanent shape. Rf and Rr values
can be calculated according to the following equations:

Rfð%Þ ¼ 3u

3m
� 100 (4)

Rrð%Þ ¼ 1� 3p

3m
� 100 (5)

where 3m is the applied maximum strain, 3u is the xed strain
aer unloading and 3p is the permanent strain aer induced
recovery. The measurements were performed with a digital
micrometer (in triplicate).
The scaffold recovery along time was evaluated to see how

the hydrated scaffolds recovered aer being submitted to
compression loads. The scaffolds were initially hydrated and
then compressed up to different maximum strains (3m ¼ 10, 20
and 30%). Then, the samples were dehydrated to x the
temporary shape. The samples were immersed again in water
and their height was measured at different time points.

2.2.8 In vitro drug delivery studies. Congo Red (CR) was
used as a model molecule to investigate the loading and release
ability of the scaffold. CR is water soluble and presents low
solubility in ethanol.35

In drug delivery studies it is important to know the incor-
poration efficiency (IE) of the scaffolds. The incorporation effi-
ciency can be measured by the ratio of the drug available for
release and the initial loaded drug,

IE ¼ Drug available for release

Loaded drug
� 100 (6)

The scaffold was immersed in a solution of CR in PBS of 1 mg
ml�1 for 1 h. The loaded drug was estimated using the variation
of the mass of the scaffold during swelling. Then, the loaded
scaffolds were compressed (3m¼ 30%) and dehydrated followed
by immersion in 5ml of PBS under sonication at 37 �C for 5 days
to induce a forced release, obtaining the maximum drug
release. During this process we did not observe any substantial
degradation of the scaffold. Such an experiment permitted the
estimation of the total drug available for release in the scaffolds.
For the loading procedure, the samples were immersed in a

solution of CR in PBS of 5 mg ml�1 for a period of 1 h. Aer
complete hydration the samples were compressed (3m ¼ 30%)
and dehydrated for 20 min in ethanol, followed by the evapo-
ration of the solvent. Aer the deformation and xation of the
temporary shape, both CHT0 and CHT1 were immersed in 5 ml
of PBS (pH 7.4). The vials containing the scaffolds were kept
under agitation (at approximately 60 rpm) in a water bath at
37 �C. At pre-established periods of time, aliquots of 1 ml of the
supernatant were taken out and replaced with an equal volume
of fresh PBS to maintain the volume constant during the release
study. The amount of Congo Red was quantied spectropho-
tometrically, measuring the UV absorbance at 498 nm (Synergie
HT, Bio-Tek, USA) and using a calibration curve generated by
absorption measurements of CR solutions with pre-dened
concentrations. For exemplication of the release prole the
scaffolds were immersed in a gelatin block to release CR. We
prepared a 1% gelatin solution and heated for 30 min at 50 �C.
Then, the solution was stored at 4–8 �C in the refrigerator
until use.

3. Results and discussion
3.1 Morphological characterization

Adequate scaffolds used for tissue engineering should typically
exhibit a homogenous microstructure, suitable pore size
distribution and high porosity. Such a microstructure should
act as an extracellular matrix analogue, functioning as a
necessary template for host inltration and as a physical
support to guide the differentiation and proliferation of cells
into the targeted functional tissue or organ.36

The SEM images in Fig. 1 show the morphological charac-
teristics of the non-crosslinked (CHT0) and crosslinked (CHT1)
scaffolds at the microscale level. The scaffold revealed an
interconnected porous structure, with pore sizes in the range of
200–350 mm for CHT0. CHT1 shows a more regular morphology
with smaller pores in the range of 100–250 mm. The pore walls
in CHT1 are thinner and the amount of pores is higher; thus the
overall surface area for possible cell attachment is larger
for CHT1. The CHT0 and CHT1 scaffolds have a density of

This journal is © The Royal Society of Chemistry 2014 J. Mater. Chem. B, 2014, 2, 3315–3323 | 3317
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0.155 g cm�3 and 0.076 g cm�3, respectively. The decrease in the
density of CHT1 results in a porosity of 94% which is higher
than the 88% obtained for CHT0.

3.2 Swelling of chitosan scaffolds in water–ethanol mixtures

In the presence of suitable solvents, chemically or physically
crosslinked polymer networks do not dissolve, but absorb
limited amounts of solvent, swelling until the equilibrium is
reached. The swelling test was used to evaluate the absorption
capabilities of non-crosslinked (CTH0) and crosslinked (CHT1)
chitosan scaffolds in mixtures of a non-solvent (ethanol) and a
solvent (water) – see Fig. 2. The combined effect of solvent and
non-solvent in miscible liquid pairs is expected to be rather
useful to control the swelling ratio within polymer networks.
CHT, which is a semi-crystalline polymer, absorbs considerable
amounts of water when immersed in aqueous environments.37

Ethanol was used as a non-solvent, aiming at providing
adequate control over the CHT scaffolds' swelling capability.
With increasing water content, the swelling increases for

both conditions. Below 30 vol% of CHT1 and 50 vol% of CHT0
such an increase is not evident, but above those values the
swelling starts to increase prominently in both cases. These
results agree with those of Ilavsky et al., who described poly-
meric hydrophilic networks in which a small variation in the
composition of water–ethanol mixtures induces a jumpwise
change in the volume of the gel, which is reected by a simul-
taneous jumpwise change in the shear modulus.38 They also

found that in those types of systems the mechanical behaviour
was predominantly determined by the degree of swelling: the
jumpwise change in themodulus adequately correlated with the
jump in the swelling ratio. In the case under study, a jump in
swelling ratio of the CHT scaffolds is a strong indication that
the referred type of volume transition occurs under the experi-
mental conditions.
The swelling in the CHT scaffolds could be attributed to their

intrinsic moderate hydrophilicity and also to the presence of
pores that can be lled with liquid. The swelling results show
that CHT1 presents higher solvent uptake capability than CHT0
in all water–ethanol compositions. The maximum swelling,
reached for 100 vol% of water, is 179 vol% for CHT0 and for
CHT1 it is more than twice that for CHT0, 405%. For the case of
pure ethanol also the swelling in CHT1 is about two times that
in CHT0. The observed differences could be a consequence of
the different porous microstructure, especially the higher
porosity of CHT1 as compared with CHT0, and also because
genipin that was used to cross-link CHT1 exhibits high affinity
to both water and ethanol.
The effect of swelling was also observed in X-ray diffraction

analysis of CHT0. Fig. 3 shows the diffraction patterns of the
CHT0 scaffolds immersed in different mixtures of water–
ethanol. A strong reexion at 2q¼ 19 is observed for dehydrated
chitosan (0% water) in the diffraction patterns for CHT0, which
evidences the semi-crystalline nature of CHT. With the
increasing of water content, the relative intensity of reection
was signicantly diminished. This is particularly evident above
50 vol% where an amorphous halo entered at about 2q ¼ 28� is
highly visible. This occurrence can be explained by the jump of
swelling for CHT0 observed at 50 vol% – see Fig. 2. This increase
of solvent content in the polymeric matrix hides the crystalline
diffraction pattern of chitosan. Nevertheless, the semi-crystal-
line nature of CHT is maintained even upon immersion in pure
water. The crystalline domains act as anchorage points for the
amorphous fraction, being a necessary requirement for shape
memory ability.

3.3 Dynamic mechanical analysis measurements

In biomedical applications, chitosan can be exposed to different
levels of hydration, which can vary from moderate humidity
levels to maximum values of water uptake capability, for
example, under implantable conditions. The inuence of water

Fig. 1 SEM images of (left) porous non-crosslinked (CHT0) and (right)
crosslinked (CHT1) chitosan scaffolds.

Fig. 2 Swelling capability of non-crosslinked (CHT0) and crosslinked
(CHT1) chitosan scaffolds determined after immersion in distinct
water–ethanol mixtures.

Fig. 3 XRD pattern for CHT0 immersed in differentmixtures of water–
ethanol from 0% to 100 v/v% of water.

3318 | J. Mater. Chem. B, 2014, 2, 3315–3323 This journal is © The Royal Society of Chemistry 2014
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content on the viscoelastic properties of chitosan lms was
already studied and was observed that chitosan can undergo a
glass transition at room/body temperatures by the action of
hydration.32,33

Dynamic mechanical analysis, DMA, was used to determine
the storage modulus (E0) and loss factor (tan d) of CHT0 and
CHT1 scaffolds as a function of water content. The chitosan
scaffolds were placed in the DMA apparatus and immersed in
an ethanol solution. The DMA parameters were then continu-
ously monitored at 1 Hz. During the measurements water was
introduced into the reservoir at a constant ow rate while
changing gradually the composition of the mixture (eqn (2)).
Fig. 4 shows the variation of the storage modulus and the loss
factor as a function of the water composition in the liquid
mixture of the bath. The storage modulus of both samples
shows a decrease with the increase of water content, with a
prole suggesting the occurrence of a relaxation process
induced by enriching the water content in the chitosan struc-
ture. This decrease of storage modulus with increasing water
content was also observed in chitosan membranes immersed in
mixtures of water–ethanol.33 The samples show a plateau
storage modulus at water content of above 28.5 vol% for CHT0
and 39.1 vol% for CHT1. In the dehydrated state CHT1 exhibits
the highest storage modulus of ca. 40 MPa in comparison with
ca. 17 MPa of CHT0. With increasing water content the tan d

curve of the samples exhibits a broad relaxation process that
appears to be characterized by two components. Dielectric
relaxation experiments performed at different temperatures
and frequencies pointed out the complex relaxation pattern of
chitosan.39–41 However, the segmental mobility was never
accessed before by this technique at different hydration levels.
The rst component of the relaxation process that occurred

in the range from 17 vol% to 25 vol% with a peak maximum
around 21 vol% is attributed to the glass transition of the
fraction of amorphous domains, which need lower water
content to transit from the glassy to the rubbery state. The
component of the relaxation process taking place at higher
water content appears as a pronounced peak that reects the
glass transition of the amorphous domains conned in more
restricted regions that are inuenced by hard domains (crys-
talline and crosslinked environments). The occurrence of two
glass transitions can be observed in semi-crystalline polymers
reecting co-operative segmental mobility of the amorphous
chains in the non-conned bulk and from the macromolecular

chains with restricted mobility due to geometrical conne-
ments generated by the crystalline nanostructures.42 For CHT0
the peak is seen at ca. 32 vol% of water and for CHT1 it is at 40
vol%. Above such water contents, i.e. above glass transition, the
storage modulus is almost constant and the rubbery state of the
polymeric structure is obtained. It is possible to see that CHT1
has a peak shied towards higher water contents, indicating
that the glass transition takes place for an increase of approxi-
mately 10 vol% of water. This could be explained by the effect of
crosslinking that inuences the dynamics (slowing down) of the
segmental motions.43

3.4 Shape memory behaviour of chitosan

Several authors proposed the use of SMPs to fabricate llers for
pathological defect reparation to permit the implantation using
less invasive procedures and to maximize the geometrical
adaptation of the material in the defect cavity.9,44 The interest in
this type of material arises from the fact that SMPs can be
deformed from a pre-dened shape into a stable temporary
shape, signicantly smaller, and can recover the original shape
by some adequate stimulus. Therefore, evaluation of the shape
recovery ability, in terms of nal recovery, recovery rates and
xating ability, is hence mandatory.
The rst test performed to study the shape memory effect of

chitosan scaffolds was the water-driven recovery. The hydrated
CHT0 was compressed under different maximum strains (3m)
and retained this strain during dehydration to x the temporary
shape. Aer immersing the sample in water at room tempera-
ture, it started immediately to recover. The results, as shown in
Fig. 5, demonstrate that the recovery occurs essentially in the
rst 5 min for the different 3m. Aer approximately 15 minutes,
the samples have already reached the nal shape. The increase
of the maximum strain leads to a small decrease of the recovery
ratio.
The inuence of the applied 3m on the shape memory

performance of CHT scaffolds was investigated by hydrome-
chanical tests with 3m ¼ 10, 20, 30, and 60%. The shape xity
ratio Rf and the shape recovery ratio Rr were calculated to
quantify the xation of the temporary shape and the recovery of
the permanent shape of the polymer networks. Both CHT0 and
CHT1 scaffolds exhibited excellent shape memory properties as
summarized in Table 1. A xation of the deformation with Rf $
97.2% was obtained for CHT0 and an almost complete xation

Fig. 4 Apparent storagemodulus (A) and loss factor (B) measuredwith samples immersed in water–ethanolmixtures for CHT0 and CHT1 at 1 Hz.
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with Rf $ 99.2% was observed for CHT1, while the recovery of
the original shape occurred with high Rr values: 70.5% for CHT0
and 98.5% for CHT1.
The shape recovery ratio increased with decreasing

maximum strain. Too high deformation amplitude would make
the shape memory effect less efficient for CHT0. Such an effect
is not seen in CHT1. This result indicates that the crystalline
structure in chitosan which affords all the shape recovery force
in CHT0 may not be completely effective for large deformation
strains. However, the crosslinking with genipin provides extra-

anchorage points enhancing the recovery capability of the
structure to the permanent shape.
Fig. 6A shows the variation of shape recovery along hydration

in CHT0 for different deformation strains. The scaffolds do not
exhibit signicant recovery for water contents below 25 vol%.
The shape recovery starts between 25 and 50 vol% having a
drastic increase in the range of 50–75 vol%, mainly for 20 and
30% strain. Such results are consistent with the swelling results
in Fig. 2 and the occurrence of glass transition as seen by DMA
(Fig. 4). As mentioned earlier, the shape recovery ratio
decreased with increasing maximum strain and for 60% strain
the recovery is unsatisfactory for CHT0 that did not reach the
permanent shape upon complete hydration. Therefore, in the
following studies of the shape memory effect of CHT scaffolds,
the maximum deformation strain was set as 30%. However,
crosslinked CHT presents better mechanical properties, as well
as excellent recoverability – see Table 1 and Fig. 6B.

3.5 Young's modulus of the scaffolds at distinct hydration
levels

The Young's modulus (E) of the developed scaffolds upon
immersion in water–ethanol mixtures was assessed via uniaxial
compressive tests, obtained from the slope of the stress–strain
curve. Fig. 7 shows an inverse relationship between E and water
content of the liquid. Water acts as a very good plasticizer even
in small quantities. In the presence of water, the interference
between water and the chain-to-chain secondary bonding
reduces the intermolecular forces. As a result, chains acquire
greater mobility and the free volume increases, leading to a
decrease in the glass transition temperature and stiffness.45

Such a process is in the origin of the occurrence of the glass
transition of the system as discussed before. Increasing the
plasticizer content resulted in scaffolds with lower E and high
exibility.
For both scaffolds, CHT0 and CHT1, as the water content

increased, E systematically decreased. The scaffolds exhibited
water-dependent Young's modulus from 40.5 to 0.2 kPa. The
values obtained for the dehydrated scaffolds are in accordance
with the values obtained in previous reports for chitosan scaf-
folds in the dry state.46 With the decrease of water content, the
increase of E starts, in the vicinity of the glass transition event,
for water contents below approximately 40%. For water contents
above 40% all the samples show a plateau in the modulus,

Fig. 5 (A) CHT0 shape recovery along time after different maximum
strains (3m). (B) Series of photographs demonstrating the shape
recovery process for CHT0; the refereed times indicate the immersion
time in water upon deformation at 3m ¼ 30% and dehydration.

Table 1 Shape memory properties of CHT0 and CHT1 at different
deformation strains (3m)

3m

Shape xity ratio
(Rf) (%)

Shape recovery
ratio (Rr) (%)

CHT0 10% 98.4 � 4.2 96.8 � 3.6
20% 97.7 � 2.9 91.8 � 1.5
30% 97.2 � 1.9 87.5 � 2.8
60% 98.8 � 0.2 70.5 � 5.5

CHT1 10% 100 � 0.6 100 � 0.8
20% 99.8 � 1.0 99.1 � 2.3
30% 99.2 � 0.5 98.5 � 1.7
60% 99.0 � 1.9 98.7 � 1.2

Fig. 6 (A) Strain recovery of CHT0 in different mixtures of water–ethanol after different 3m. (B) Strain recovery of CHT0 and CHT1 for 3m ¼ 30%.
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suggesting a rubber like structure where the mobile chains in
the amorphous regions are sustained by the crystalline and
crosslinked domains.

3.6 Hydromechanical compressive cycle

To obtain more detailed shape memory properties of cross-
linked and un-crosslinked CHT scaffolds, a new concept of
hydromechanical cyclic compressive tests was introduced. The
ensemble of the three-dimensional stress–strain–hydration
response of the studied CHT0 and CHT1 scaffolds under
uniaxial loading is shown in Fig. 8 III The cycle starts by
hydrating the scaffolds to reach humidity above the glass
transition, followed by a compression at a constant strain rate,
resulting in a continuous stress–strain curve (curve I in Fig. 8).
Then the temporary shape is xed by dehydrating the scaffolds
at constant compression (3m ¼ 30%) (stage II in Fig. 8). Then,
the compressive stress is reduced until a stress-free condition is
reached (stage III in Fig. 8). The scaffold is nally hydrated while
the compressive stress is kept constant at 0 kPa (sequence IV in

Fig. 8). Such a process was performed by immersing the scaf-
folds in water–ethanol mixtures with increasing water content.
The permanent shape is recovered while passing the glass
transition, resulting in the strain–water content relationship.
The stress–strain curves were performed for CHT0 and CHT1

under hydrated conditions by compression tests up to 3m ¼
30%. The scaffolds exhibited the typical response observed in
so cellular materials for relatively low deformations.
Compared to CHT0 scaffolds, CHT1 achieves a higher
compressive stress at 3m ¼ 30% and the slope of the initial
straight line is also higher than CTH0, conrming that CHT1
has a higher compressive modulus (E). Aer loading, 3m is
maintained while the samples are dehydrated. When the stress
is removed the scaffolds reach the temporary shape.
The strain–hydration curves present in the compressive cycle

were obtained by hydration of the dehydrated scaffolds in
mixtures of water and ethanol, varying from pure ethanol to
pure water. In the hydration process, the strain is recovered
signicantly above 40% of water content, for a water content
rate above the glass transition occurrence.

3.7 In vitro drug delivery studies

The potential of the system for loading and in situ release of
drugs was explored in order to achieve a multifunctional poly-
mer system with the SME, biodegradability and controlled drug
release. In this study, Congo Red (CR) was selected as a model
molecule and was loaded in the scaffolds by swelling. CR is
water soluble and presents low solubility in ethanol. At physi-
ological pH CR acquires an anionic form, as the sulfonate
groups gets negatively charged (see the structure of this mole-
cule in Fig. 9C), and thus the molecule could be considered as a
model for many small anionic drugs. Given the typical cationic
nature of chitosan, we expect some favourable interaction
between the chains of this biopolymer and CR molecules.
The swelling of the scaffolds in CR solutions at room

temperature permits the introduction of CR into the polymer
matrix. With this technique the loading is dependent on both
the CR concentration and the swelling of the polymer network
in the solution. Aer loading, the scaffolds were compressed
and dehydrated under stress to reach a temporary shape. Then,
the release studies with CHT0 and CHT1 loaded with CR were
conducted at 37 �C in PBS. Previously, we analysed the inuence
on the loading capability of CR in the two solvents, water and
PBS. We veried that no differences could be observed. We also
observed no differences in swelling when CR was added in PBS,
as compared with pure water.
Fig. 9A presents the release proles for CHT0 and CHT1 for

48 h. For both scaffolds, CR was released relatively quickly up to
2 hours and then the release rate slowed with time. The initial
fast release observed in both proles can be attributed to the
presence of CR on (or close to) the scaffold surface or the
surface of the pore walls. The ability of the scaffolds to swell
leads to the increase of the pore size in the scaffold structure
that allows the diffusion of CR into the PBS solution. Thus, as
CHT1 presents better water uptake capability it also releases
more CR than CHT0.

Fig. 7 The variation of Young's modulus with water–ethanol mixtures
for CHT0 and CHT1.

Fig. 8 Hydromechanical compressive cycle of CHT and CHT–BG-
NPs. (I) Compression at a constant rate of the hydrated sample; (II)
dehydration of the sample at a fixed strain; (III) release of the stress; (IV)
hydration in water–ethanol mixtures with increasing content of water.

This journal is © The Royal Society of Chemistry 2014 J. Mater. Chem. B, 2014, 2, 3315–3323 | 3321
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We envisage the possibility of using such technology to
deliver therapeutic drugs to specic sites in the body. As an
example, we used gelatin as a continuous medium simulating a
so tissue. A cylindrical defect in a gelatin block was produced
with a size between the permanent and temporary sizes of the
scaffolds. The scaffolds containing CR (temporary shape) were
placed in the region of the empty space. Due to the hydrated
environment the scaffold swells inside the defect, adapting the
local geometry and starting to release CR. Fig. 9B shows an
image of the system aer the introduction of the scaffold and
aer 8 h of release. Aer this period of time it is possible to see a
gradient with higher concentration of CR next to the scaffolds,
indicating the diffusion of the molecule into the medium. This
result reveals that the developed shape memory device can be
potentially used as a drug loadingmatrix. Moreover it could also
be observed that upon recovery in the hydrated state the scaf-
fold was able to accommodate perfectly in the entire geometry
of the defect site and could be maintained tightly in this volume
due to a press tting effect.

4. Conclusions

Semi-crystalline (CHT0) and chemically crosslinked (CHT1)
CHT scaffolds showed a shape memory effect using hydration
as the stimulus. CTH0 exhibits a glass transition for 32.3 vol%
of water in water–ethanol mixtures and CHT1 shows this effect
at 40 vol%. Both scaffolds possess good shape memory prop-
erties: a xity ratio above 97.2% for CHT0 and above 99.2% for
CHT1 and a recovery ratio above 70.5% for CHT0 and 98.5% for
CHT1. The shape memory properties decreased with increasing
maximum deformation. However, CHT1 presents better
mechanical properties and excellent recoverability even for high
deformations. The release proles of CR from the scaffolds
show that the developed porous structures could be used as a
controlled delivery system. These scaffolds could be interesting
in applications where 3D devices should be implanted in empty
and hydrated regions. Examples could be bone or cartilage
defects. The scaffold could be introduced, for example, inside

low diameter tubes, where they could be conned in a tempo-
rary shape with a smaller size than the permanent one. At the
implantation site the scaffolds could be pushed out from the
tubes and the natural hydrated environment could drive the
recovery of the desired shape. This recovery of the shape could
also produce some press-tting pressure that could help in the
xation of the implant. We can conclude that the CHT scaffolds
proposed in this work are candidates for applications in mini-
mally invasive surgery with multifunctional characteristics,
combining biodegradability, shape-memory capability and
controlled drug release.
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